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 (
INSTALLATION INSTRUCTION 
)							
 (
Topmount Sink 
)


1. Place the sink upside down in the position where it will be installed; and draw the line with a pencil around the sink to make sink outline on the countertop.
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2. Move the sink out of the countertop and draw another line with inner spacing 10 mm (1 cm) from the first line. Drill all four corners with a hole and cut along the countertop following the second line (another option is to use the “cut-out” dimension that provided through the label attached on the product).
[image: ]

3. Adhere the waterproof seal tape around the underside of the edge of the sink. Lay the sink slowly (without ridges on its seal).
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4. Install the anchor bracket vertically underside the sink and pull it up to lock the sink into horizontal position.

[image: D:\Yusno\Product Development\Bolang ~ SS Sink\Artwork\Installation Manual\no.4.png]



5. These anchor brackets are designed to be used for countertop with thickness 30 - 40 mm (1). If the countertop is thinner, insert the wooden wedges between the countertop and the brackets to secure them (2). After installing two brackets at each corner, install the rest evenly spaced around the perimeter of the sink.

 (
 5
 
mm
) (
30-40mm
) (
 Sink
) (
 Sink
)[image: D:\Yusno\Product Development\Bolang ~ SS Sink\Artwork\Installation Manual\no.5.png]


6. Tighten the screws of the anchor brackets to secure the sink in its place.
[image: D:\Yusno\Product Development\Bolang ~ SS Sink\Artwork\Installation Manual\Installation manual for topmount sink.jpg]





Undermount Sink 

1. Place the cut-out template on the desired sink location. Then, draw line around cut-out template to make the sink outline.
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2. Move out the template; cut along the countertop based on the made line using appropriate cutting tool.
 (
NOTE
Make sure that the dimension of the
 cut-out
 line corresponds to the dimension of 
the 
sink before cutting.
)
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3.  (
     45 mm
)Drill the underside of the countertop as shown in the picture below.
 (
  
Hole Size ∅10mm x 15mm Depth
) (
     
Hole Size ∅10mm x 15mm Depth
) (
Sink Less than 700 mm Length
) (
45 mm
) (
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Sink More than 700 mm Length
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4. Insert the Fischer screw anchors into the drilled holes.
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) (
Underside of Countertop
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5. Place the fixing brackets over the screw anchors; insert the provided screw, but do not fully tighten it.
 (
Fixing
Brackets
) (
Underside of Countertop
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6. Check the alignment between the kitchen sink and the cut-out hole.
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top
) (
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)[image: ]


7. Apply sealant to the suitable wet area that recommended for stainless steel sink and countertop material.
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Counter
-
top
) (
Sink
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8. Tighten the screws carefully if the sink is already in the desired position, dan remove the leftover sealant around the sink.
 (
Underside of Countertop
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ASSEMBLY INSTRUCTIONS

Draw another line 10 mm. inside the first line. cut a hole
in the counter top followin this second, inner, line. (*if the
manufacturer has included a pattern in the package,
then use the pattern to cut the hole in the counter top).

Place the sink upside down in the position where it is to
be installed,and trace the outline of the sink on the
counter top with a pencil.

Adhere the seal tape around the underside of the

edge of the sink, being careful to lay it smoothly
(without ridges). Place the anchor braces vertically and pull them up to
lock into their horizontal position.

( ( Sink )
25mm
30-40mm
1. 23

These anchor braces are designed for use with counter tops
30-40 mm thick (1). If your counter top is thinner, insert wooden
wedges between the counter top and the braces so as to secure
them (2). After placing two at each corner of the sink, place the
rest evenly spaced around the perimeter of the sink.

Tighten the screws of the anchor braces (with a hand
screwdriver), to secure the sink in place.

( SINK UNIT CARE AND MAINTENANCE INSTRUCTIONS )

Congratulations on your choice of our sink!

Your sink is made of the finest quality stainless steel (CrNi 18/10), DIN.1.4301 OR AISI
304 (suitable for food contact).

Keep your sink looking as good as new by following the care and maintenance
instructions.

Instructions

For everyday cleaning of the sink, use household detergents suitable for stainless
steel.

After each use, rinse the sink with warm water then wipe with a soft dry cloth.

Do not use wire wool.

Do not use chemicalsilver cleaners”,bleaches, or detergents containing chlorine or any
of its derivatives.

Warning!

If the sink comes into contact with acidic materials, rinse immediately with plenty of
water and wipe with a soft, dry cloth.

Do not leave rusty objects in contact with the sink. Rust can cause staining, cracking or
even permanent damage to the sink surface.

To avoid staining of the surface do not leave food or other materials with corrosive
properties such as juices, salt, vinegar, mustard efc. on the sink for a long time.

Do not place very hot objects directly on the sink. Place them on a special
surface(board) made from wood or plastic,etc.

Avoid scraping the sink basin or draining board with utensils.

Avoid dropping heavy or sharp objects onto the sink surface.
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ASSEMBLY INSTRUCTIONS

These anchor braces are designed for use with counter tops
30-40 mm thick (1). If your counter top is thinner, insert wooden
wedges between the counter top and the braces so as to secure
them (2). After placing two at each corner of the sink, place the
rest evenly spaced around the perimeter of the sink.

Draw another line 10 mm. inside the first line. cut a hole
in the counter top followin this second, inner, line. (*if the
manufacturer has included a pattern in the package,
then use the pattern to cut the hole in the counter top).

Place the sink upside down in the position where it is to
be installed,and trace the outline of the sink on the
counter top with a pencil.

( SINK UNIT CARE AND MAINTENANCE INSTRUCTIONS )

Congratulations on your choice of our sink!
Your sink is made of the finest quality stainless steel (CrNi 18/10), DIN.1.4301 OR AISI
304 (suitable for food contact).

Keep your sink looking as good as new by following the care and maintenance
instructions.

Instructions
For everyday cleaning o the sink, uso housshold detorgents sulable for tailoss

After each use, rinse the sink with warm water then wipe with a soft dry cloth.
Do not use wire wool.

Do not use chemical'silver cleaners”,bleaches,or detergents containing chlorine or any
of its derivatives.

Warning!
If the sink comes into contact with acidic materials, rinse immediately with plenty of
water and wipe with a soft, dry cloth.

Do not leave rusty objects in contact with the sink. Rust can cause staining, cracking or
even permanent damage o the sink surface.

To avoid staining of the surface do not leave food or other materials with corrosive
properties such as juices,salt, vinegar, mustard etc. on the sink for a long time.

Do not place very hot objects directly on the sink. Place them on a special
surface(board) made from wood or plastic,efc.

Avoid scraping the sink basin or draining board with utensils.
Avoid dropping heavy or sharp objects onto the sink surface.

Adhere the seal tape around the underside of the
edge of the sink, being careful to lay it smoothly
(without ridges).

Tighten the screws of the anchor braces (with a hand
screwdriver), to secure the sink in place.

Place the anchor braces vertically and pull them up to
lock into their horizontal position.
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ASSEMBLY INSTRUCTIONS

Draw another line 10 mm. inside the first line. cut a hole
in the counter top followin this second, inner, line. (*if the
manufacturer has included a pattern in the package,
then use the pattern to cut the hole in the counter top).

Place the sink upside down in the position where it is to
be installed,and trace the outline of the sink on the
counter top with a pencil.

Adhere the seal tape around the underside of the

edge of the sink, being careful to lay it smoothly

(without ridges). Place the anchor braces vertically and pull them up to
lock into their horizontal position.

( Sink
Fqu
30-40mm
1.
L Rs

These anchor braces are designed for use with counter tops
30-40 mm thick (1). If your counter top is thinner, insert wooden
wedges between the counter top and the braces so as to secure
them (2). After placing two at each corner of the sink, place the
rest evenly spaced around the perimeter of the sink.

Tighten the screws of the anchor braces (with a hand
screwdriver), to secure the sink in place.

( SINK UNIT CARE AND MAINTENANCE INSTRUCTIONS )

Congratulations on your choice of our sink!

Your sink is made of the finest quality stainless steel (CrNi 18/10), DIN.1.4301 OR AISI
304 (suitable for food contact).

Keep your sink looking as good as new by following the care and maintenance
instructions.

Instructions

Fzr ,svsryday cleaning of the sink, use household detergents suitable for stainless
steel.

After each use, rinse the sink with warm water then wipe with a soft dry cloth.

Do not use wire wool.

Do not use chemicalsilver cleaners”,bleaches, or detergents containing chlorine or any
of its derivatives.

If the sink comes into contact with acidic materials, rinse immediately with plenty of
water and wipe with a soft, dry cloth.

Do not leave rusty objects in contact with the sink. Rust can cause staining, cracking or
even permanent damage to the sink surface.

To avoid staining of the surface do not leave food or other materials with corrosive
properties such as juices, salt, vinegar, mustard efc. on the sink for a long time.

Do not place very hot objects directly on the sink. Place them on a special
surface(board) made from wood or plastic,efc.

Avoid scraping the sink basin or draining board with utensils.

Avoid dropping heavy or sharp objects onto the sink surface.
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